
COLD PRESS OIL

MACHINES

100% FOOD GRADE

( SS 304 & 316 )

STAINLESS STEEL
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Motor    :  15 HP
Watts    :  12 KW (12000 W)
Energy Consumption/Hr :  12 Units (Approx.)
Voltage / FREQ  :  415 V/ 50 HZ
Phase    :  3 Phase
Product Capacity (input) :  75 - 90 KG/HR
Running Duration  :  Continuous
Machine Weight  :  350 KG (Approx.)
Machine Size (MM)  :  1500 x 960 x 980
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Motor    :  10 HP
Watts    :  8 KW (8000 W)
Energy Consumption/Hr :  8 Units (Approx.)
Voltage / FREQ  :  415 V / 50 HZ
Phase    :  3 Phase
Product Capacity (input) :  42-50 KG/HR
Running Duration  :  24 Hrs
Machine Weight  :  240 KG (Approx.)
Machine Size (MM)  :  1000 x 960 x 980
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Motor    :  3 HP
Watts    :  5000 W
Energy Consumption/Hr :  5 Units (Approx.)
Voltage / FREQ  :  240 / 415 V / 50 HZ
Phase    :  1 & 3 Phase
Product Capacity (input) :  22 - 30 KG/HR
Running Duration  :  8 - 10 Hrs
Machine Weight  :  130 KG (Approx.)
Machine Size (MM)  :  800 x 600 x 850
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Motor    :  2 HP
Watts    :  4000 W
Energy Consumption/Hr :  4 Units (Approx.)
Voltage / FREQ  :  240 V / 50 HZ
Phase    :  1 Phase
Product Capacity (input) :  20 - 25 KG/HR
Running Duration  :  8 - 10 Hrs
Machine Weight  :  110 KG (Approx.)
Machine Size (MM)  :  750 x 500 x 780
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Motor    :  1.5 HP
Watts    :  3000 W
Energy Consumption/Hr :  3 Units (Approx.)
Voltage / FREQ  :  240 V / 50 HZ
Phase    :  1 Phase
Product Capacity (input) :  15 - 20 KG/HR
Running Duration  :  8 - 10 Hrs
Machine Weight  :  95 KG (Approx.)
Machine Size (MM)  :  750 x 500 x 780
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Motor    :  1 HP
Watts    :  2000 W
Energy Consumption/Hr :  2 Units (Approx.)
Voltage / FREQ  :  240 V / 50 HZ
Phase    :  1 Phase
Product Capacity (input) :  8 -10 KG/HR
Running Duration  :  8 - 10 Hrs
Machine Weight  :  42 KG (Approx.)
Machine Size (MM)  :  611 x 575 x 233
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Motor    :  1 HP
Watts    :  1200 W
Energy Consumption/Hr :  1.2 Units (Approx.)
Voltage / FREQ  :  240 V / 50 HZ
Phase    :  1 Phase
Product Capacity (input) :  8 -10 KG/HR
Running Duration  :  8 - 10 Hrs
Machine Weight  :  41 KG (Approx.)
Machine Size (MM)  :  611 x 575 x 233
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Motor    :  0.5 HP
Watts    :  700 W
Energy Consumption/Hr :  0.7 Units (Approx.)
Voltage / FREQ  :  240 V / 50 Hz
Phase    :  1 Phase
Product Capacity (input) :  6 - 8 KG / HR
Running Duration  :  6 - 8 Hrs
Machine Weight  :  16 KG (Approx.)
Machine Size (MM)  :  385 x 330 x 162
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Motor    :  0.5 HP
Watts    :  500 W
Energy Consumption/Hr :  0.5 Units (Approx.)
Voltage / FREQ  :  240 V / 50 HZ
Phase    :  1 Phase
Product Capacity (input) :  3 - 4 KG/ HR
Running Duration  :  5 - 6 Hrs
Machine Weight  :  15 KG (Approx.)
Machine Size (MM)  :  385 x 330 x 162
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Motor    :  0.5 HP
Watts    :  400 W
Energy Consumption/Hr :  0.4 Units (Approx.)
Voltage / FREQ  :  240 V / 50 Hz
Phase    :  1 Phase
Product Capacity (input) :  2 - 4 KG/HR
Running Duration  :  2 - 3 Hrs
Machine Weight  :  14 KG (Approx.)
Machine Size (MM)  :  375 x 295 x 162
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Helical Screw Technology, Cold press process for oil extraction
One machine for all seeds & nuts. Extract 100% virgin oil
Plug and play design, Easy to use & clean
Low power consumption
Dual cooling system for heat reduction in motor
High corrosion & scratch resistance, Rugged design
MOC: Food Grade Stainless: SS 304 & SS 316

MACHINE ADVANTAGES

Oil cakes are rich in natural proteins, phosphorus & potassium
Can be used in making sweets, special dishes
Can be used for cattle feeds, in dairy farms
Can be used as organic nitrogenous manure
Can be used in production of enzymes & antibiotics
Can be used for production of pesticides

SQWEEZED OIL CAKE Benefits

Pure oil boosts cardiac health
Relaxes and rejunivates our body, stimulates blood flow
Rich in saturated fats, improves good cholestrol in body
Improves skin health, hair glow, bone strength, digestions and immune system
Acts as antioxidant in human body

COLD PRESS OIL Health Benefits

Mustard
Sesame
Sunflower
Groundnut
Coconut
Almond
Neem
Black seed
Saffron
Moringa

25 - 35
40-45

20 - 30
34 - 43
58 -63

Types of Seeds /
Nuts commonly used 

Output
[Oil Yield (%) Per KG]

OIL OUTPUT TEMPERATURE FOR SEEDS

100̊ C
150̊ C

200̊ C

250̊ C

Flax seeds, Walnut, Coconut
Flax seeds, Walnut, Coconut
Mustard, Almond, Castor Seeds, 
Sunflower, Saffron Seeds, Neem 
Oil, Moringa Seeds
Sesame, Peanut, Sunflower, Black 
Seeds, Hemp Seeds, Panama 
Seeds, Soyabeans

Recommended
Temperature 

Seeds 
Seeds

Registered Address: A1-506, Bharat City, Indraprastha Yojana, Gaziabad - 201003 Uttar Pradesh (INDIA)

H.O.: #D-393, Indraprastha Yojana, Opp. H.P. Gas Plant, 
Beside S.B.V.N. International School, Loni, Ghaziabad 
Pin - 201102 (Uttar Pradesh)
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